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1. GIRI§

Bu siniflandirma raporu, TS EN 13501-1+A1:2013’ de verilen islemlere gore “Fire Guard Epoxy/Polyester
Powder Coating” mamullerinin siniflandirmasini belirler.

2. SINIFLANDIRILMI$ URUN AYRINTILARI

2.1. Genel:
Fire Guard Epoxy/Polyester Powder Coating bir “siniflandirilmis mamul tipi” olarak tanimlanir.

2.2. Tanimlama:
Fire Guard Epoxy/Polyester Powder Coating driinleri belirtilen siniflandirmay dogrulayacak sekilde

Madde 3." deki raporlarda tam olarak tanimlanmistir.

Uretim Yeri: : PULVER KIMYA SAN. VE TiC. A.S.

Gebze Organize Sanayi Bolgesi (GOSB), Tembelova Alani 3200 Sokak No:3201,
Gebze 41400,Kocaeli / TURKIYE

Test edilen drin tipleri:

Dl adi Yogunluk (/e Birim alanfglrhgl Renk Ana Bilegen
(8/m7)
Fire Guard
Epoxy/Polyester 1,66 120 Beyaz Epoksi esasli polyester
Powder Coating boya

3. SINIFLANDIRMAYI| DESTEKLEYEN RAPORLAR VE SONUCLARI

3.1. Raporlar

Deney metodu ve tarihi
Laboratuvar adi Testi yaptiran Rapor ref. no. Uygulama alani kurallan
ve tarihi
ERA ; FTST15170 TS EN 13823:2011
LABORATUVARLARI PUL\;;I(EERTI?(I:M:AS SAN.
AS. T FTST15171 TS EN ISO 1716:2011
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3.2. Sonuglar

Sonuglar
irekli
Test metodu Parametre Test sayisi Mgl : Uygun
parametrenin
parametre
ortalamasi (m)
PCS(MJ/m?) ™! 3 2,13 (-)
TS EN1SO 1716:2011 PCS (MJ/kg) ™! 3 0,00 (-)
PCS (MJ/kg) 3 0,33 ()
FIGRAG 3 s (W/s) 3 50,9 (=)
LFS > kenar 3 (-) Hayir
TS EN 13823:2011 THRs00; (M) 3 0,8 ()
SMOGRA (m*/s’) 3 3,0 (-)
TSPgoos (M’) 3 22,3 (-)
Yanan damlalar/tanecikler (s) 3 (-) Hayir
o (a): Boya bileseni(dis tali bilesen)
(i Uygulanmaz (b): Aliminyum plaka
(c): Uriiniin tamarm
Test metodu Parametre Parametre Uygunluk kriteri
PCS(MJ/m?) ™ 2,13 <4 (A2)
TSEN ISO 1716:2011 PCS (MJ/kg) "™ 0,00 (-)
PCS (MJ/kg) 0,33 <3(A2)
FIGRAg 23 [W/s] 50,9 <120 (A2)
THRg00: [MJ] 0,8 7,5 <(A2)
LFS < kenar (-) Evet (A2)
2011
TSEN 198222 SMOGRA [m°/s°] 3,0 30 < (s1)
TSP g [M°] 22,3 50 < (s1)
lori
yanan damlala‘f/taheuk erin Yok Hayir (d0)
yanma sliresi (s)
. (a): Boya bileseni(dis tali bilesen)
(): Uygulanmaz {b): Aliminyum plaka
(¢): Uriintin tamami

4. SINIFLANDIRMA VE UYGULAMA ALANI

4.1. Siniflandirma referansi
Bu siniflandirma TS EN 13501-1+A1:2013 standardi madde 11.7, 11.9.2 ve 11.10.1 ‘e gore

yapilmistir.
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4.2. Simiflandirma

Fire Guard Epoxy/Polyester Powder Coating “in, yangin karsisindaki davranisina bagl
olarak siniflandirmasi:

A2

Duman olusumuyla ilgili ilave siniflandirma:
sl

Yanan damlalar/tanecikler ile ilgili ilave siniflandirma:
do

Fire Guard Epoxy/Polyester Powder Coating igin yangina karsi tepki siniflandirma bigimi:

Yanma davranigi Duman olugturma Yanan damlalar

A2 - s 1 : d 0

Yangina karsi tepki siniflandirmasi: A2-s1,d0

4.3. Uygulama alani

Bu siniflandirma asagidaki Uriinler ve Griin parametreleri icin gecerlidir:

i Yogunluk Birim alan 3
Ana Bilesen
Crinadi [e/cm®] agirhgi (g/m?) Renk ?
Fire Guard
Epoxy/Polyester 1,66 120 Beyaz Epoksi esasli polyester
Powder Coating boya

Bu siniflandirma asagidaki son kullanim sartlari icin gecerlidir:

- Uriin yangina karsi tepki sinifi A1 olan metal tasiyicilara dogrudan monte edilmistir.
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5.SINIRLAMALAR
5.1 Kisitlamalar

Bu siniflandirma raporu, driintin teknik 6zelliklerinin 4.3. maddesindeki uygulama alaninda
belirtilen sinirlar igerisinde kalmasi durumunda gecerlidir.

5.2 ikaz

Bu siniflandirma raporu, mamuliin tip onayi veya belgesi degildir.

Hazirlayan:

Giilden YUZER Onur DAG
Test Sorumlusu Laboratuvar Mudri
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ERA LABORATUVARLARI A.S. TURKARK
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Nr: AB-0330-T

CLASSIFICATION OF REACTION TO FIRE IN
ACCORDANCE WITH EN 13501-1:2007+A1:2009

Sponsor : PULVER KiMYA SAN. VE TiC. A.S.
Gebze Organize Sanayi Bolgesi (GOSB), Tembelova Alani
3200 Sokak No:3201, Gebze 41400, Kocaeli / TURKEY

Prepared by : ERA LABORATUVARLARI A.S.
TOSB TAYSAD Organize San. Bol. 1. CD.
15. Yol No: 1 Sekerpinar - Cayirova
KOCAELI, TURKEY

Product name : Fire Guard Epoxy/Polyester Powder Coating
Classification
report No. :ERA-15-039

Issue Number v 142

Date of issue : 25.03.2015

This classification report consists of 5 pages and may only be used or
reproduced in its entirety.
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Kocaeli, TURKEY
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1. INTRODUCTION

This classification report defines the classification assigned to “Fire Guard Epoxy/Polyester Powder
Coating” in accordance with the procedures given in EN 13501-1:2007+A1:20009.

2. DETAILS OF CLASSIFIED PRODUCT

2.1. General:
Fire Guard Epoxy/Polyester Powder Coating is defined as a “type of classified product”.

2.2. Description:
Fire Guard Epoxy/Polyester Powder Coating is fully described in the test reports in support of the

classification listed in clause 3.
Manufactured Plant: PULVER KIMYA SAN. VE TIC. A.S.

Gebze Organize Sanayi Bolgesi (GOSB), Tembelova Alani 3200 Sokak No:3201,
Gebze 41400,Kocaeli / TURKEY

Tested product types:

Densit M i ;
Product Name [gj:::‘?}i a?:; ?;/rr:?;t Color Main componenet
Fire Guard Epoxy based polyester
Epoxy/Polyester Powder 1,66 120 White poRy ainf y
Coating P

3. REPORTS AND RESULTS IN SUPPORT OF CLASSIFICATION

3.1. Reports
Test method and date
Name of laboratory Name of sponsor Report ref. no. Field of application rules
and date
ERA PULVER KIMYA SAN FTST15170 EN 13823:2010
LABORATUVARLARI VETIC. A.S '
AS. o FTST15171 EN ISO 1716:2010
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3.2. Results
Results
Number i
Test method Parameter Eorinuas Compliance
of test parameter
parameters
mean (m)
PCS(MJ/m?) ! 3 2,13 (=)
TSEN ISO 1716 PCSs (Mi/kg) ™ 3 0,00 (-)
PCS (MJ/kg) 3 0,33 =) ]
FIGRAg2 wis (W/s) 3 50,9 (-)
LFS > edge 3 (-) No
TS EN 13823 THRemy (VU] 3 0.8 ()
SMOGRA (m*/s’) 3 3,0 (-)
TSPsoos (M’) 3 22,3 (-)
Flaming droplet(s)/particle (s) 3 (-) No

(-): Not applicable

(a): The paint component (external non-substantial component)

(b): Aliminium plate
(c}: product as whole

Complianc
Test method Parameter Parameter B R
parameters
PCS (MJ/m?)™ 2,13 <4 (A2)
TSENISO 1716 PCS(MJ/m*) ™ 0,00 ()
PCS (MJ/kg) " 0,33 <3(A2)
FIGRAG uy [W/s] 50,9 <120 (A2)
THRgg0s [MJ] 0,8 7,5 < (A2)
TS EN 13823 LFS < edge (-) Yes (A2)
SMOGRA [m?/s’] 3,0 30 < (s1)
TSPgoos [M°] 22,3 50 < (s1)
Flaming droplet(s)/particle (s) No No (d0)

(-): Not applicable

(a): The paint component (external non-substantial component)

(b): Alliminium plate
(c): product as whole

4. CLASSIFICATION AND FIELD OF APPLICATION

4.1.

This classification has been carried out in accordance with the clauses 11.7, 11.9.2 and 11.10.1

Reference of classification

of EN 13501-1:2007+A1:2009
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4.2, Classification

Fire Guard Epoxy/Polyester Powder Coating, in relation to their reaction to fire behaviour is
classified:

A2

The additional classification in relation to smoke production is:
sl
The additional classification in relation to flaming droplets / particles is:

do

The format of the reaction to fire classification for Fire Guard Epoxy/Polyester Powder Coating is:

Fire behaviour Smoke production Flaming droplets

A2 - S 1 d 0

Reaction to fire classification: A2-s1,d0_

4.3,  Field of application

This classification are valid for the following product parameters:

Density Mass per unit :
Product Name lg/cm’] area (g/m?) Color Main componenet
FrEBySY Epoxy based polyester
Epoxy/Polyester Powder 1,66 120 White pORY aintp y
Coating P

- This classification is valid for the following end use conditions:

Product fixed directly on the metal substrates of reaction to fire class A1.




REACTION TO FIRE CLASSIFICATION REPORT No. ERA-15-039 | Page 5

5. LIMITATIONS

5.1. Restrictions

This classification report is valid provided that the technical specifications of product are within
the limits in accordance with the field of application clause 4.3.

5.2. Warning

This classification document does not represent type approval or certification of the product.

Onur DAG
Person in the charge of tests Laboratory Manager



